







































	LOCK COLLECTION
	OSM
	COMBI

	SPECS
	· IP55 (Suitable for wet areas)  · Integrated DDA/ADA handle  · Easy 4 digit operation  · Free or assigned mode use  · Heavy duty die-cast lockbody  · Code finding option  · Lock status display  · Removable cylinder in case of master key loss or theft

	OPERATING THE LOCK
	1. HOW TO LOCK
	1. HOW TO UNLOCK

	WHAT TO DO IF A CODE IS FORGOTTEN OR LOST
	The combination lock can be opened with the override Master key at anytime if the previously entered code is forgotten, lost or in an emergency.
	Using the Master Key to open the lock it will then also be able  to discover the code used previously. Note: It is important and advisable that the Master Key is kept  securely and issued and controlled by management only.
	1. OPEN DOOR WITH MASTER KEY
	To open the door using the Master Key, insert into lock cylinder and turn 90º right for right hand doors and 90º left for left hand doors. The door will now open. With the door now open, turn the Master key 90º to the locked position and remove.

	2. CODE RECOVERY
	With the door now open and access to the rear of the lock the combination code stored in the lock can be recovered as follows: Firmly press and hold the code recovery lever on the inside of the lock. See diagram bellow: Whilst maintaining pressure on the lever, turn each code wheel from left to right until it stops or a click is heard. See diagram:

	3. CONFIRMING RECOVERED CODE
	Where the wheels stop will indicate the code stored in the lock and you should now be able to open and close the lock freely. If the lock does not open and close freely, repeat step 2. Code recovery.
	Lock front view
	Lock rear view


	HOW TO CHANGE A CODE AND SET LOCK MODE The lock has two operating modes:
	1. Dedicated mode (F):
	When set in this mode the code is fixed and the same code will be used to open the lock each time.


	HOW TO SET DEDICATED MODE OPERATION
	In this mode the same code must be used when opening the lock.
	1. With the lock in the closed position ensure that the mode set screw on the rear of the lock is turned to position R, see diagram below.
	2. Using the knob turn put the lock into the open position, with the blue arrow vertical, see diagram below.
	2. Free mode (R):
	When set in this mode the lock code can be reset by the user of the locker.  On vacating the locker a new user can set a new code once again. Note: The lock is supplied from the factory with the code 0-0-0-0 and set in  Free mode.
	3. Now set required private 4 digit code by turning code wheels. Remember the code!
	4. Next turn the knob 90º left or right to the locked position according to the hand of your lock. See diagram below:
	5. Now turn the mode set screw on the rear of the lock to position F. The lock is now ready to be used in dedicated mode with the same code being used every time to open the lock. See diagram below:

	HOW TO SET FREE MODE OPERATION
	In this mode the code can be changed by each repeat user of the locker.
	1. With the lock in the closed position ensure that the mode set screw on the rear of the lock is turned to position R. See diagram:
	2. With the knob turn the lock to the open position. See diagram below:
	3. With the lock still in the open position turn the wheels to the required 4 digit code. Remember the code!
	4. Close the door and turn the lock to the closed position according to the hand of you lock. See diagram:
	IMPORTANT
	- After step 4 for both Free and Dedicated mode, user must “scramble” code by randomly turning code wheels. This will secure the lock and prevent others opening the door.


	OGS 10
	1. OGS10 LOCK  The OGS10 lock’s main features are:  AUTHENTICATION METHODS

	USE MODES
	USER INTERFACES POWER SUPPLY
	MECHANICAL CHARACTERISTICS
	ENVIRONMENTAL CONDITIONS
	Authentication method  Free Mode  Dedicated Mode  Dedicated auto-closing mode  Notifications  Batteries (Type & quantity)  Battery life  Dimensions  Weight  Close resistance Housing  Temperature  Humidity
	1.1

	HOW IT WORKS
	Lock closing
	EXAMPLE:
	Lock opening

	EXAMPLE:
	o NOTE: After commissioning the locks, the default master code “000000” should be updated to unique combination. Updated master code should be kept only for personnels responsible for property management.
	1.2


	LOCK CONFIGURATIONS
	1.2.1
	Free mode
	1.2.2
	Dedicated mode
	1.2.3
	Dedicated with autoclosing mode
	1.2.4
	Master code
	1.2.5
	Dedicated user-code update

	2. MAINTENANCE
	2.1
	EMERGENCY OPENING
	2.3

	BATTERIES REPLACEMENT

	2. Rotate or remove the lock from the door and open the battery cover.  3. Remove the old batteries.  4. Insert the new two CR2032 batteries.
	5. Close the battery cover.
	o NOTE: It´s advisable to press the         button after replacing the batteries and before assembling the lock to the furniture again. If after the          button pressing the locks gives a 1 short green LED plus 1 buzzer sound feedback, it means that the new batteries are OK.
	If desired, a closing and opening operation are advisable to ensure the correct lock  behavior.
	6. Place the lock on its original position and assembly (screw) it to the furniture door.
	OTS 20 Batteryless
	SPECS
	OPENING AND CLOSURE
	CLOSURE
	1.
	2.

	OPENING
	1.
	2.


	LOCK TYPE
	MASTER KEY
	RFID Invisible 2.0
	Functions
	Mode 1 (assigned use)
	Mode 2 (assigned use)
	Mode 3 (shared use)
	Modes 4 and 5 (shared use with time limit)
	Ready to use mode (assigned use)
	Changing Functionality/ Mode
	Reset the lock to Mode 1 (and erase all users in Mode 1 and 2)
	Programming from Mode 1 (default setting) to Mode 2, 3, 4 or 5
	Add users (Mode 1 and 2)
	Remove users (Mode 1 and 2)
	Operating instructions in Mode 1 and 2
	To Unlock:
	To lock:
	Operating instructions in Mode 3, 4 and 5
	To lock:
	To unlock:
	Batteries

